
SECTION 08361 - SECTIONAL INSULATED OVERHEAD DOORS

PART 1 - GENERAL

1.01 Related Documents

A. Drawings and general provisions of the Contract, including General and Supplementary
Conditions and Division-1 Specification sections, apply to work of this section.

1.02 Description of Work

A. Extent of sectional insulated overhead doors are shown on drawings.

1. Furnish and install motor operated sectional steel insulated overhead doors.

1.03 Quality Assurance

A. Provide each sectional insulated overhead door as a complete unit produced by one
manufacturer, sections, brackets, guides, tracks, counterbalance mechanisms, hardware,
weatherstripping and installation accessories, to suit openings and head room allowable.

B. Provide setting drawings, templates, and directions for installation of anchorage devices. 
Coordinate delivery with other work to avoid delay.

C. Wind Loading: Design and reinforce sectional overhead doors to withstand a 30 lb. per sq.
ft. wind loading pressure.

1.04 Submittals

A. Product Data: Submit manufacturer's product data, roughing-in diagrams, and installation
instructions for each type and size of overhead door. Include manufacturer's operating
instructions and maintenance data.

B. Shop Drawings: Submit shop drawings for special components and installations which are
not fully dimensioned or detailed in manufacturer's data.

PART 2 - PRODUCTS

2.01 Acceptable Manufacturers

A. Manufacturer: Subject to compliance with requirements, provide products of one of the
following:

1. Overhead Door Corporation.
2. Ideal Door Company.
3. Equivalent as approved.
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B. Standard of quality for electrically operated sectional steel overhead door shall be 591 Series,
commercial thermacore insulated steel sectional door as manufactured by Overhead Door
Company, or equal.

C. Door #4, provide (5) 24" x 7" acrylic lights.
1. Additional accessory for door #4:  remote radio control system.

2.02 Steel Section Doors

A. Weather Seals: Rubber tube seals shall be fitted inside every joint between sections to
prevent air infiltration. Top section of door shall have EPDM rubber sealing strip. Provide
standard jamb seals. Provide EPDM double bottom sealing weatherstrip.

B. Insulating Value of Door: R 14.86.

C. Finish: Exterior and interior of door sections shall receive shopbaked on  primer ready for
job finish paint in color as selected by Architect.

D. Door sizes shall be as indicated on the drawings.

2.03 Tracks. Supports and Accessories

A. Tracks: Provide manufacturer's standard galvanized steel tracks for door indicated. Size
tracks for door size and weight, and designed for clearances shown. Provide complete track
assembly including brackets, bracing and reinforcing required for rigid support. Slope tracks
at proper angle from vertical, or otherwise design to ensure tight closure at jambs when door
unit is closed. Bolt to track supports.

B. Provide high lift.

2.04 Hardware

A. Provide standard, rust-resistant hardware, with galvanized or cadmium-plated or stainless
steel fasteners, to suit type of door.

B. Hinges: Provide standard galvanized steel hinges per manufacturer's recommendations for
size of door. Attach hinges to door sections.

C. Rollers: Provide standard galvanized rollers, with steel ball bearings in case-hardened steel
races, mounted with varying projections to suit slope of track.

D. Provide electric operation Overhead Door Model SEL ½HP 208V Single Phase.
1. All overhead doors:  pushbutton control stations should be located on interior side.
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2.05 Counterbalancing Mechanisms

A. Torsion Spring: Hang door assembly for operation by torsion spring counterbalance
mechanism, consisting of adjustable tension tempered steel torsion springs mounted on a
case-hardened steel solid shaft, and connected to door with galvanized aircraft type lift cable.

PART 3 - EXECUTION

3.01 Installation

A. Door shall be installed by manufacturers authorized dealer. Install door rack, and operating
equipment complete with necessary hardware anchors, inserts, hangers, and equipment
supports in accordance with final shop drawings, and manufacturer's instructions, and as
herein specified.

B. Provide bracing, and reinforcing as required for rigid installation of track and door operating
equipment.

C. Upon completion of installation, including work by other trades, lubricate test and adjust
door to operate easily, free from warp, twist, or distortion and fitting weathertight for entire
perimeter.

END OF SECTION
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