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CITY OF CORBIN
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22191 IPF PLS 2130

NOTES:

1.

2.

THE PROPERTY SHOWN HEREON IS SUBJECT TO ALL EASEMENTS AND RIGHT—OF-WAYS
OF RECORD AND IN EXISTENCE.
SURVEY IS VALID ONLY IF PRINT HAS ORIGINAL SEAL AND SIGNATURE OF SURVEYOR.

3. EXCEPT AS SPECIFICALLY STATED OR SHOWN ON THIS PLAT, THIS PLAT DOES

o~

NOT PURPORT TO REFLECT ANY OF THE FOLLOWING WHICH MAY BE APPLICABLE TO

THE SUBJECT REAL ESTATE: EASEMENTS, OTHER THAN POSSIBLE EASEMENTS THAT WERE
VISABLE AT THE TIME OF MAKING THIS SURVEY; BUILDING SETBACK LINES; RESTRICTIVE
COVENANTS; SUBDIVISION RESTRICTIONS; ZONING AND OTHER LAND USE REGULATIONS;

. THE PURPOSE OF THIS PLAT IS TO DEPICT THE PROPERTY OWNED BY THE CITY OF CORBIN
AND TO SHOW NEW DIVISION LINES OF SAID PROPERTY.

S. ALL BEARINGS SHOWN HEREON ARE BASED ON A MAGNETIC READING

1 . CL & . [§] N 7 4
413, PG.165 (TRADE) / " ey oF CorBIN
/ S0333'24"W 92,45 7 I'| 40" ACCESS EASEMENT

TAKEN IN THE FIELD ON DECEMBER 20, 2000 NEAR THE INTERSECTION
OF US 25W & CORBIN BY—PASS (KY 3041).

SURVEYOR'S CERTIFICATION
| HEREBY CERTIFY THAT THE SURVEY DEPICTED BY THIS PLAT WAS DONE BY PERSONS
UNDER MY DIRECT SUPERVISION BY THE METHOD OF RANDOM TRAVERSE WITH SIDESHOTS.
THE UNADJUSTED PRECISION RATIO OF THE TRAVERSE WAS 1: 35,911.2 AND WAS NOT ADJUSTED
FOR CLOSURE. THE SURVEY SHOWN HEREON IS A CLASS A SURVEY AND THE ACCURACY AND
PRECISION OF SAID SURVEY MEETS ALL THE SPECIFICATIONS OF THIS CLASS.
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| (WE) DO HEREBY CERTIFY THAT | AM (WE ARE) THE OWNER(S) OF RECORD OF THE
PROPERTY SHOWN HEREON AS RECORDED IN DB.432, PG.128 IN THE WHITLEY COUNTY
CLERK'S OFFICE, AND DO HEREBY ADOPT THIS SURVEY.
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MEDIUM BROOM FINISH /
FURNISH SAMPLE FOR ENGINEERS APPROVAL

172" WIDE TOOLED JOINT, <1/3

DEPTH OF CONCRETE THICKNESS)
NOTE: TOOL EXPOSED EDGES OF 174" RADIUS ON TOP EDGES 0OF
WALK 1/4” RADIUS, JOINT

V / 3,900 PSI AIR ENTRAINED CONC.
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EROSION CONTROL NOTES: B SPILWAY /

SILT CHECK DAM /
\IT. <:>
i [ NOTE:

AN /" USE SANDBAGS, STONE OR OTHER
APPROVED METHODS TO CHANNELIZE
RUNOFF TO BASIN AS REQUIRED.

EXCAVATE TRENCH ALONG
LINE OF POSTS

THE EROSION CONTROL MEASURES NOTED BELOW ARE MINIMUMS AND DO
NOT RELIEVE THE CONTRACTOR FROM THE RESPONSIBILITY FOR COMPLIANCE

WITH ANY AND ALL U.S. EPA , KENTUCKY DIVISION OF WATER AND/OR LOCAL aPEerd WATER 13 WASH
REQUIREMENTS.

‘ |
CONTRACTOR SHALL ESTABLISH EROSION CONTROL MEASURES BEFORE { . 2 CZ)
DISTURBING SITE. LS = | & & =
_ Low Jj ‘\\, FLow 2 STEP NO. 1 ¥ STEP NO. 2 —
ALL EROSION CONTROL DEVICES SHALL BE PROPERLY MAINTAINED DURING ol || s o e A RO (ﬁ QO
ALL PHASES OF CONSTRUCTION UNTIL THE COMPLETION OF ALL A AN P e s AW‘% R R IR SN =
CONSTRUCTION ACTIVITIES AND ALL DISTURBED AREAS HAVE BEEN > e SOEREOS B RLEE0 ‘5%%05)‘5%&%% & j\;?g%ﬂji%j LINE TRENCH WITH GEOTEXTILE FABRIC |<£ <D(
STABILIZED. = AR A 2"-3" COURSE e AND ATTACH TO POSTS LLl
2 A AGGREGATE DS 200 MIN. o0 >
S Aaerq MIN. 6" THICK SR | &
ADDITIONAL CONTROL DEVICES MAY BE REQUIRED DURING CONSTRUCTION, IN = o @Zﬁ& ] LII_J O
ORDER TO CONTROL EROSION AND/OR OFFSITE SEDIMENTATION. ALL D B8 20088 008y, 17088, B0 SNBDOs: o %w&, SRR Bt
TEMPORARY CONTROL DEVICES SHALL BE REMOVED ONCE CONSTRUCTION IS = B °&§ﬁ%§£ NN IO 8 - =
COMPLETED AND THE SITE IS STABILIZED. o B \/ UNDERLAY WITH = g
= F DIVERSION RIDGE TYPE 4 FILTER FABRIC Z O x.
IT IS THE CONTRACTOR'S RESPONSIBILITY TO PREVENT EROSION ONTO = . BACKFILL AND O Z
ADJACENT PROPERTY. ANY REMEDIAL MEASURES REQUIRED TO CORRECT 50° MIN | & COMPACT EXCAVATED SOIL ©O I Z
DAMAGE CREATED BY EROSION SHALL BE AT THE CONTRACTOR'S EXPENSE. ' & S =z O o
PLAN > STEP NO. 3 STEP NO. 4 O w ©
TOPSOIL STOCKPILES THAT ARE NOT BEING UTILIZED FOR A PERIOD OF 14 NOTES: o
PAYS TR STRFOIDERBY ST PR Lo ITRALCE SHALL E MANTANED o O Z
SILT FENCES TO BE CLEANED OUT WHEN THEY BECOME ONE-THIRD FULL. FLOWING OF SEDIMENT ONTO FUBLIC RIGHTS- b e CEIEXTICE FABRIC, WIRE SYAPLES % m
REPAIR AND/OR CLEANOUT OF ANY MEASURES | PONDING HT. CEOTEXTILE FABRI AND ALL OTHER PERTINENT INFORMATION. Y
WHEN SEASONAL CONDITIONS PROHIBIT THE APPLICATION OF TEMPORARY OR gSEVQHETﬁ JE@ESSS/EWEMEELS SHALL BE CLEANED : (@ POSTS MAY BE WOODEN OR METAL T-SECTION,
PERMANENT SEEDING, NON-VEGETATIVE SOIL STABILIZATION PRACTICES SUCH BRIOR TO ENTRANCE ONTO PUBLIC RIGHT=OF—WAY. STEEL OR : FILTER FABRIC (9 POSTS SHALL BE SET 1'-4" DEEP. O
’ WOOD POST o ATTACH SECURELY
AS MULCHING AND MATTING SHALL BE USED, UNTIL SUCH TIME AS CONDITIONS 2 WHEN, WASHING | EEQUIRED, J | pHALL BE DONE 36" HIGH MAX :/ TO UPSTREAM 4, INSPECT AND REPAIR FENCE AFTER EACH O
o SIDE OF POST.
PERMIT. THAT DRAINS INTO AN APPROVED SEDIMENT TRAP \ . STORM EVENT AND REMOVE SEDIMENT WHEN
OR SEDIMENT BASIN. : RUNOFF NECESSARY.
ALL SEDIMENT CONTROL MEASURES SHALL BE INSPECTED AT LEAST ONCE . S REMOVED SEDIMENT SHALL BE DEPOSITED
EVERY SEVEN DAYS AND AFTER ANY STORM EVENT OF GREATER THAN 0.5 TEMPORARY GRAVEL CONSTRUCTION ENTRANCE/EXIT . H=II: - TO AN AREA THAT WILL NOT CONTRIBUTE >
INCHES OF PRECIPITATION DURING ANY 24-HOUR PERIOD. A FIELD LOG OF A NTS ' TR SEDIMENT OFF-SITE AND CAN BE
INSPECTIONS SHALL BE MADE AND A COPY GIVEN TO THE OWNER. L SRR, PERMANENTLY STABILIZED.
Il SO
12 MIN TR 6. SILT FENCE SHALL BE PLACED ON SLOPE 3
ALL SEDIMENT CONTROL FEATURES SHALL BE MAINTAINED UNTIL FINAL SOIL ' \ CONTOURS TO MAXIMIZE PONDING
STABILIZATION HAS BEEN OBTAINED. 46" TRENCH EFFPICIENCY,
BACKFILL LM
STABILIZATION MEASURES SHALL BE INITIATED AS SOON AS PRACTICAL IN B 2 SECTIONAL DETAIL ]
PORTIONS OF THE SITE WHERE CONSTRUCTION ACTIVITIES HAVE
TEMPORARILY OR PERMANENTLY CEASED, BUT NO MORE THAN 14 DAYS AFTER B TEMP. SILT FENCE DETAILS 5
THE CONSTRUCTION ACTIVITY IN THAT PART OF THE SITE HAS TEMPORARILY A NTS 2
OR PERMANENTLY CEASED UNLESS THAT ACTIVITY IN THAT PORTION OF THE . o s il L i
SITE WILL RESUME WITHIN 21 DAYS. PPN et == "7 i
Cl_’;"‘ _’/_ o §£§§
THE CONTRACTOR MUST TAKE NECESSARY ACTION TO MINIMIZE TRACKING OF IO . Y
MUD ONTO PAVED ROADWAY FROM CONSTRUCTION AREAS. THE Con
CONTRACTOR SHALL DAILY REMOVE MUD/SOIL FROM PAVEMENT, AS MAY BE
REQUIRED VIEW LOOKING UPSTREAM
PROVIDE TRAFFIC CONTROL IN ACCORDANCE WITH THE MANUAL FOR UNIFORM S
TRAFFIC CONTROL DEVICES AND THE KENTUCKY DEPARTMENT OF HIGHWAYS STONE FILLED BAG CHECK DAMS MUST BE PLACED IN CHANNEL BY HAND, WITH THE TIED ENDS OF THE § 53‘:5
GUIDANCE MANUAL. BAGS POINTING UPSTREAM AND THE CENTER OVERFLOW AREA AT LEAST 6” LOWER THAN THE OUTER = § yoes
EDGE. THE HIGHER ENDS OF THE CHECK DAM MUST TIE TO THE CHANNEL TO PREVENT BYPASS. o © 8%%s
MAINTAIN ACCESS TO EXISTING BUSINESSES AND EXISTING ROADS.
Te]
ALL EARTHWORK TO COMPLY WITH KENTUCKY DEPT. OF HIGHWAYS (KY-DOH S
SECTION 400) SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, eI
EDITION OF 2000 AND ANY AMENDMENTS. o @< < z|5
=
THE CONTRACTOR SHALL SHALL LIMIT ACCESS TO THE SITE TO THE S |& . |® 5| |
CONSTRUCTION ENTRANCES. THE LOCATION OF THE CONSTRUCTION 521228
ENTRANCES SHALL BE APPROVED BY THE ENGINEER AND DESIGNATED ON THE ARER e
SWPPP. THE CONTRACTOR SHALL INSTALL STONE SURFACE AT THE LOCATION A EIE e

WHERE CONSTRUCTION TRAFFIC LEAVES AND ENTERS THE SITE. THESE

ACCESS POINTS SHALL BE MIN. 20" WIDE, 50' LONG, 0.5' DEEP AND USE NO 7 SECTION A — A
STONE OVER GEOTEXTILE FABRIC. THE CONTRACTOR IS RESPONSIBLE FOR
KEEPING STREETS AND PARKING AREAS FREE FORM MUD, DIRT, DEBRIS, AND
ROCK. DUST SHALL BE KEPT TO A MINIMUM BY UTILIZING SPRINKLING, CALCIUM
CHLORIDE, VEGETATIVE COVER, SPRAY ON ADHESIVES OR OTHER APPROVED

METHODS. THIS ENTRANCE SHALL BE MAINTAINED UNTIL THE STREET HAS MS DIRECTED BY THE E

BEEN CONSTRUCTED.

‘L' = THE DISTANCE SUCH THAT POINTS ‘A" AND 'B’
ARE OF EQUAL ELEVATION.
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